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1 INTRODUCTION

This document describes the procedures used to sample PM2 s (particulate matter that has an
aerodynamic diameter of 2.5 micrometers or less) by the Washington State Department of
Ecology Air Quality Program. A Partisol®—Plus Modd 2025 Sequentid Air Sampler draws a
known volume of ambient air a a congtant flow rate through a size-sdlective inlet followed by a
WINS Impactor (particle size separator). Particlesin the PM2 s size range are then collected on
a Teflon® filter during a specified 24-hour sampling period. Each sample filter isweighed
before and after sampling to determine the net weight (mass) gain of the collected PM2.5 sample.
This mass concentration is reported as micrograms per cubic meter at ambient conditions. The
reference method for PM2.s sampling is given in the Code of Federal Regulations (40 CFR 50,

Appendix L).

This document is intended to be used together with the sampler-specific information and
ingructions provided by the manufacturer of the PM2 s sampler in the sampler’ s operation or
ingruction manud.

1.1 Sampler Inlet And Flow Schematics.

Figure 1.1 is a schematic drawing showing the inlet heed of the PM2.s sampler. Theinletis
designed to remove particles with aerodynamic diameter greater than 10 mm and to send the
remaining smaller particlesto the next sage. Figure 1.2 depicts the WINS impactor that
removes particles greater than 2.5 mm and dlows 2.5 nm in diameter and smdler particlesto be
collected on a Teflon® filter surface. The design flow rate through theinlet is 16.7 liters per
minute.

The Partisol®Plus Mode 2025 Sequentia Air Sampler uses afilter cassette magazine that
amplifiesfilter exchange and trangport, and minimizes the risk of filter contamination during these
procedures. The supply magazine contains pre-weighed filters for sample collection and the
Sorage magazine receives the exposed filters.
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2 EQUIPMENT & SUPPLIES
Partisol ®—Plus Modd 2025 Sequentia Air Sampler.

Additiona sampler parts and supplies conssting of WINS impactors, impactor ail,
37mm glass impector filters, filter cassettes, inlet O-rings, filter magazines.

47mm Teflon filters.

Filter magazine trangportation cooler equipped with thermometer.
Cdlibration equipment as defined in Section 3.0.

Laboratory equipment as defined in Section 5.0.

Miscellaneous hand tools, miscellaneous sampler spare parts including additiond
gaskets/sedls, soft brushes and cotton swabs, calculator, Kimwipes, and worksheets.

L ogbook

3 CALIBRATION & VERIFICATION PROCEDURES

Because PM2.s concentration standards are not available for determining cdibration
relationships, individua components of the sampling method must be cdlibrated to ensure
integrity of reported data.

3.1 Discussion Of Flow-Rate Measurement And General Aspects Of The PM 25
Sequential Air Sampler Calibration

This section describes the procedures involved in cdibrating the temperature, pressure and flow
sensors incorporated in the Partisol-Plus Sampler. U.S. EPA monitoring network requirements
for calibration can be found in 2.12 Quality Assurance Handbook, Section 6.

The sampler’s mass flow controller operates under the control of the sampler’ s microprocessor
and maintains the sample air stream at a congtant volumetric flow rate of 16.67 L/min. through
the use of ambient temperature and pressure sensors.

The cdibration of the mass flow controller is achieved by calibrating the flow rate with aNIST
traceable flow device. The temperature sensor is calibrated with aNIST traceable thermometer
while the pressure sensor is calibrated using a barometer tracegble to alaboratory grade Fortin
mercury barometer.

Thetime on the data.logger will be used to maintain and verify accurate time on the Partisol-Plus
samplers.

3.2 Badc Calibration Procedure For A Partisol®—Plus Modd 2025 Sequential Air
Sampler Orifice Device

3.2.1 Calibration Equipment

A trandfer stlandard (bubble meter, orifice) with proper calibration traceable to NIST.

An associated manometer with a 0 to 10 inch range and minimum scale divisons of 0.1
inches.
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3.2.2

A thermometer capable of accurately measuring temperature over the range of -30 to
50°C (243 to 323°K) to the nearest + 0.1°C and referenced to an NIST thermometer
within+ 0.5 °C a least annudly.

A portable, aneroid barometer (e.g., aclimber's or engineer's dtimeter), capable of
accurately measuring ambient barometric pressure within £ 1 mm Hg resolution and
referenced within £5 mm Hg to a barometer referenced to aNIST standard.

Sampler Calibration Data Sheet, Table 4-2.
A deanfilter

Verification Procedures

The following describes the procedures involved in verifying the cdlibration of the Partisol-Plus
Sampler.

Note: The procedures vary on whether you start from the Stop or Sampling modes. Itis
important that the verification described in this section be performed in the order presented.

Verification or audit of any parameters must be performed when the sampler isin the Sampling
Mode or Wait Mode.

To veify or audit any parameters while in the Sampling or Wait Modes, follow the procedure

below:

1
2)
3)
4)
5)
6)

323

1)

2)

Press Run/Stop.

Press <F1: Audit>, press any key to continue.

Press <MENU> twice, Select Audit, Press <Enter>.

When Audit is complete, press Rurn/Stop to continue sampling.
Press <Esc> twice to return to Main Menu Screen.

Insert afilter cassette containing a new 47mm filter in the top-most position in the filter
cassette supply tube.

Verifying Ambient Air Temperature

Perform a verification of the ambient air temperature in the Audit modein the following
manner:

Determine the current temperature (°C) at the ambient temperature sensor using an
externa thermometer by inserting the externa thermometer probe into the ambient air
temperature radiation shield.

Verify that thevaue of Amb T displayed in the Audit Screen iswithin £4 °C of the
measured temperature. If thisis not the case, perform the ambient temperature
cdibration procedure .
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3.2.4 Calibration Procedure

The screens that support the user's cdibration activities are located in the Service Mode of the
Partisol-Plus Sampler. It isimportant that the procedures described in this section be
performed in the order in which they appear.

To cdlibrate any parameter, the sampler must bein Stop mode. Follow the procedure below to
enter the Service Mode from the Stop mode.

1) Insert afilter cassette containing anew 47 mm filter in the top-most position in thefilter
cassette supply magazine.

2) Press <MENU> to display the Master Menu. Scroll to the Service Menu, press
<Enter>.

3) Press <F2:Audit> to display the Audit Screen.

4) Press <F4:FiltAdv> to move thefilter into the sampling pogtion.

Execute the steps below to return to the Stop Operating M ode from the Service Mode:
1) Press <MENU> to display the Service Mode.

2) Sedlect the “Exit Service Mode” option to return to the Stop Operating Mode.
3.25 Ambient Air Temperature Calibration

Cdibration of the Partisol-Plusis done only in the Stop Operating Mode.

Perform cdibration of the ambient air temperature in the following manner:

1) Press <MENU> to enter the Service Menu. With the cursor pointing to
“Cdlibration/Audit,” press <F3:SensCa> to access the Sensor Cdlibration Screen.

2) Loosen the two screws on ether side of the temperature probe on the ambient
temperature assembly and remove the probe from the radiation shield . The reference
and sampler probe should be banded together and immersed to the same depth in an
insulated constant temperature bath or block. One of the temperatures measured
should bein aice durry, another temperature should be at ambient conditions, and the
third temperature tested should be in lukewarm water. The reference and sampler
probes should be equilibrated for at least 5 minutes at each temperature before the
temperature is measured. A series of five measurements should be taken about one
minute apart. The average ambient measurement shal be used in the next step.

3) Press <Edit> then enter the average ambient reference temperature in °C in the Actua
column of the Amb Temp row of the Sensor Calibration Screen and press <Enter>.
The sampler automaticaly adjusts the corresponding offset based upon thisinput. Write
down this offset number in the log book.

4) Perform a sangle point temperature verification to vaidate the cdlibration.
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5) Reingal the ambient temperature probe in the radiation shield, and tighten the two
screws on either side of the probe.

3.2.6 Filter Compartment Temperature Calibration
Perform asngle point cdibration of the filter compartment temperature in the following manner:

1) Press <MENU> to enter the Service Menu. With the cursor pointing to
“Cdibration/Audit”, press <F4:FiltCal> to enter the Filter Temperature Cdibration
Screen.

2) Using an externa thermometer, determine the current temperature a the location of the
filter compartment probe in the sampler.

3) Press <Edit> and enter the measured filter compartment temperature in °C in the Actua
column of the Filt Comp row of the Filter Temperature Cdlibration Screen and press
<Enter>. The sampler automaticaly adjusts the corresponding offset based upon this
input. Write down this offset number in the log book.

3.2.7 Verifying Filter Temperature
Verify thefilter temperature in the following manner:

1) Insert an empty filter cassette (without filter and support screen) in the top-most position
in the filter cassette magazine.

2) Press <F4:FiltAdv> to move the empty cassette into the sampling position.

3) Open the top section of the sampler and remove the WINS impactor. Insert an
externa thermometer through the top, positioning it next to the filter temperature probe
and determine the current temperature (°C) at the filter temperature sensor, using an
externd thermometer.

4) Verify that the vaue of Filt Temp digplayed in the Audit Screen iswithin £4 °C of the
measured temperature. If thisis not the case, perform the filter temperature cdibration
procedure.

5) Remove the externa temperature thermometer and reingtd| the WINS impactor and
close the top section. Perform an externd leak check to ensure that WINS impector is
reinstaled properly and that there are no leaks.

3.2.8 Filter Temperature Calibration
Perform filter temperature cdibration in the following manner:

1) Press <MENU> to enter the Service Menu. With the cursor pointing to
“Cdibration/Audit”, press <F4:FiltCal> to enter the Filter Temperature Cdibration
Screen.

2) Remove both sampling magazines from the sampler. Loosen the two screws (in some
cases three screws) on the ether side of the filter temperature probe in the sampling

7
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3)

4)

5)

6)

7)

platform of the filter compartment and remove the temperature probe from the sampling
platform.

Note the depth and location of the filter temperature probe in the sampling platform of
the ventilated filter compartment.

The reference thermometer and sampler probe should be banded together and
immersed to the same depth in an insulated congtant temperature bath or block. One of
the temperatures measured should be an ice durry, another should be at ambient
conditions and the third temperature should be in lukewarm water. Reference and
sampler probes should be equilibrated for a least 5 minutes before the temperature is
measured. A series of five measurements shal be made a gpproximately one minute
intervals. The average ambient temperature shall be used for the next step.

Press <Edit> and enter the measured filter temperature in °C in the Actud column of the
Filter row of the Filter Temperature Cdibration Screen and press <Enter>. The
sampler automaticaly adjusts the corresponding offset based upon this input. Write
down this offset number in the log book.

Reingdl thefilter temperature probe into the sampling platform to the depth marked in
step 2 above. Tighten the two screws to hold probe at the correct depth.

Perform a sangle point temperature verification to vaidate the cdlibration.

3.2.9 Verifying Ambient Pressure

Verify the ambient pressure in the following manner:

1

2)

Determine the current ambient pressure in mm Hg

Verify that the value for AmbPresin the Audit Screen iswithin £10 mm Hg of the
measured ambient pressure. If thisis not the case, perform the ambient pressure
cdibration procedure.

3.2.10 Ambient Pressure Calibration

Perform ambient pressure calibration in the following manner:

1

2)
3)

Press <MENU> to enter the Service Menu. With the cursor pointing to
“Cdibration/Audit” press<F3: SensCa> to enter the Sensor Cdibration Screen.

Determine the current ambient pressure in mm Hg.

Press <Edit> enter the measured ambient pressure in the Actud column of the Amb
Pres row of the Sensor Calibration Screen, press <Enter>. The sampler automatically
adjusts the corresponding offset, write down this offset number in the log book.

3.2.11 Flow Verification

Flow verification must be done before disturbing any seds. Perform the flow verification
procedure below in the following manner:
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1) Insart afilter cassette containing anew 47mm filter in the top-most position of the filter
cassette supply magazine.

2) Press <Menu> to display the Master Menu.
3) Press <F1:LeakChk> to display the Leak Check screen.

4) Press <F4:FiltAdv> to advance thefilter and place the filter from the magazine into the
sample postion. Wait for filter change to complete.

5) If you are usng the Streamline FTS How Trandfer Standard to verify the flow of the
Partisol-Plus Sampler, confirm that the FTS cdlibration constants m and b are entered in
the Audit Screen.

6) Remove the sample inlet from the externd sample tube of the Partisol-Plus Sampler.

7) Attach the Streamline FTS Flow Trandfer Standard to the sample tube. Other flow
meters may require the use of the Flow Audit Adapter which should beingdled with its
vave open.

8) Press <F2: Start>. After the prompt then press <F3: Vave>.
9) Sdlect Set Flow in the Audit screen and press <Edit>.

10)  Itisrecommended that the set point be the regular operationd flow, which is usudly
16.7 |/minute. Ensure that the flow rate, as displayed in the Cur (current) column
stabilizes close to the entered set point (+ 4%). If not, perform the flow cdibration
procedures.

11)  If usngthe FTS Streamline Flow Transfer Standard to measure flow, press <Edit>,
then enter the measured FTS Pressure (in Hz O) in the FT'S Pres column. The Partisol-
Puswill cdculate the flow and display the result in the FTS How fidd (I/minute). If
using another flow measurement device, determine the measured flow rate in I/minute.
Compare the measured flow with the current flow displayed in the Audit Screen.

12)  Veify that the current flow is within + 4% of the measured flow. If thisis not the case,
perform the flow cdibration procedure.

13)  If the verification procedure is complete, reingal the First Stage Inlet.
3.2.12 External Leak Check

Perform a system lesk check in the manner described below. In addition to the required lesk
checks, alesk check must dso be performed anytime when a sed in the sampler is disturbed.

NOTE: To ensure there are no leaks, afilter cassette containing anew 47 mm filter must be
ingdled in the sampling position of the sampler.

If afilter change was not done in the first step of the verification procedure, follow steps 1-4
below to move afilter into the sampling position
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NOTE: If the Lesk Checks or FHow Verificaion are being performed while the sampler isin
the Sampling M ode, remove the storage magazine which may contain previoudy sampled
filters and replace it with a dean sorage magazine before advancing the partidly sampled filter
to the storage magazine. Carefully remove the sampling filter cassette from the storage
magazine after step 3 below and reinddl it in the topmost position of the supply magazine so
that thisfilter will be moved back into the sampling position to complete the sampling run after
the verification or maintenance is complete. The sampler will begin the sampling run again after
the sampling cassette is in the correct position.

1

2)

3)
4)
5)
6)

7)
8)
9)

10)

11)

12)
13)

14)

Insert afilter cassette containing anew 47 mm filter in the topmost position of the filter
cassette supply tube.

Scrall to LeakChk then press <ENTER> to display the Leak Check screen. Press
<F4:FltAdv>. Wait for filter change to complete.

Remove the sample inlet from the externad sample tube.
Ingtdl the flow audit adapter on the end of the tube.
Close the valve on the flow audit adapter.

Press <F2: Start>. After the prompt, press <F1: Externl> to sdect the externd lesk
check.

Follow ingtructions displayed on screen.
The sampler will automatically pull vacuum and check for flow.

A pass or afal message will be displayed at the end of the leak check cycle. A
pressure drop of 25mm Hg/min or lessis the sampler's leak check pass criteria

If aleak check fail message is displayed on the screen, insert anew filter cassette
containing anew 47mm filter in the topmost postion of the filter cassette supply tube
and repeat the leak check procedure.

If the leak check fails again, attempt to find the lesk and repair. If unsuccessful to locate
the source of leak, contact the Cadlibration and Repair Unit a the Dept. of Ecology.

If the leak check passes, dowly open the valve on the flow audit adapter.

If performing aflow verification immediately, retain the filter cassette with 47 mm filter in
the sampling position.

Otherwise, remove the flow audit adapter from the externad sample tube and reingd| the
sampleinlet previoudy removed.

3.2.13 Internal Leak Check

Perform an interna leak test of the Partisol-Plus Sampler in the manner described below.

10
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NOTE: To ensure that there are no lesks afilter cassette containing a47mm Leak Check metdl
disk must be ingdled in the hardware.

1) Insert afilter cassette containing aleak check disk (the screen should be removed
before ingdling the leak check disk) in the topmost position of the filter cassette supply
tube. Insert the supply magazine into the sampler.

2) In the Leak Check Screen, press <F4: FiltAdv> to move the leak check cassette into
the sampling position. Wait for filter change to complete.

3) Remove the sample inlet from the externd sample tube.

4) Press <F2: Start>. Press <F2: Internl> to select the internd leak check. Follow
ingructions in the display to complete the leak check.

5) The Partisol-Plus sampler will run an automatic leak check, and report either apass or
fal message. A pressure drop of 140 mmHg/min or lessisthe sampler'slesk check
pass criteria

6) Press <F4: FiltAdv> to move the leak check cassette to the Storage magazine.

7) If afailure message has displayed, clean the cassette and leak check disk carefully.
Examine the cassette and disk for any external nicks or scratches. Discard any
damaged cassette or disks, and re-run the test with a clean, undamaged cassette and
leak check disk.

8) If leak check fails after again attempt to find leak and repair. If unsuccessful to locate
the source of leak, contact the Cdibration and Repair unit with Dept. of Ecology.

9) If apass message is digplayed replace the 1t stage inlet.

NOTE: If the verification is being performed while the sampler isin the Sampling Mode ensure
that the partidly sampled filter isreingtdled in the topmost position of the supply magazine, so
that the sampling run will be completed on the correct sampling filter.

3.2.14 Flow Calibration

Perform the temperature cdibration, pressure calibration and leak check described above
before executing the flow calibration procedure below.

Cdibrate the flow in the following manner:

NOTE: Ensurethat the filter cassette previoudy ingtdled in the sampler to perform the above
leak check remains in the unit for the flow verification.

1) If you are usng the Streamline FTS How Trandfer Standard to verify the flow of the
Partisol-Plus Sampler, confirm that the FTS cdibration constants m and b are entered in
the Audit Screen.

2) Remove the sample inlet from the externd sample tube of the Partisol-Plus Sampler.

11



PM, 5 Sequential Sampler Monitoring Procedures

3) Attach the Streamline FTS How Transfer Standard to the sample tube. Other flow
meters may require the use of the How Audit Adapter which should be ingtdled with its
vave open.

4) Press <Edit> and enter the desired minimum and maximum cdibration flow rates (Min.
Flow and Max. Flow). It isrecommended to use 15.0 I/minute for Min Flow and 18.4
[/minute for Max Flow. These values are 10% below and 10% above 16.7 I/min

respectively.
5) For Num Points: enter 3 for three cdlibration points.
6) Press <F9: Start> to initiate the flow cdibration.

7) Wait for the flow to stabilize, then press <Edit> and enter either the pressure drop
(inches H20) from the Streamline FTS in the “ Pressure” fidd or the flow (I/minute) from
aflow meter inthe“Act Flow” fidd. Then press <Enter>.

8) The sampler automaticaly adjusts the Offset and Span vaues in the Flow Cdlibration
Screen once it performs measurements at al flow rate plateaus.

3.3 Sampler Calibration Frequency

To ensure accurate measurement of the PM2.s concentrations, calibrate PM2.s samplers upon
receipt. Table3.1, Table 3.2 and Table 3.3 below summarize the cdibration, verification and
maintenance frequencies. Table 3.2 and 3.3 are to be used for quality control purpose and kept
on ste.

Table 3-1 Calibration And Verification Check Intervals

Parameter Recommended interval

Single point flow rate verification Every 4 weeks
Flow rate multi-point verification On ingdlation, then annualy or when one point failure
Flow rate Cdlibration If multi-point verification failure

Temperature verification (Sngle point: Every 4 Weeks

ambient ar inlet sensor and filter

temperature sensor

Temperature multi point cdibration On ingdlation, then annudly
Temperature Cdibration (Multi point)  If multi-point verification falure

Pressure verification Every 4 weeks

Pressure calibration On ingdlation, then annudly or if out of specs.

12
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The sampler also needs to be cdibrated after any eectro-mechanicd repairs that might affect
sampler cdibration and if the sampler is transported.

13
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Table3-2 PM 25 Sampler Annual Performance And M aintenance Check Sheet

Frequency Jan | Feb | Mar | April | May | June | July | Aug | Sept | Oct | Nov | Dec Acceptance
Criteria
One Point Flow Rate 1/4 Weeks + 4% of the
Verification Transfer Standard
Flow Rate multi-point UYear Orif One + 4% of the
Verification Point Failure Transfer Standard
Flow Rate Calibration If Multi-Point + 4% of the
Failure Transfer Standard
Temperature Multi-point | 1/Year + 2°C of Standard
Verification
Temperature Calibration | If Multi-Point + 2°C of Standard
Failure
Pressure Verification 1/4 Weeks + 10 mm Hg.
Pressure Calibration 1Year + 10 mm Hg.
Clock/timer Verification 1/4 Weeks 1 min/month
Disassemble, I nspect 1/4 Weeks
and Clean Sample Inlet
Clean Interior of Sample | 1/4 Weeks

Case

14
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Table3-3 PM 25 Sampler Quarterly Performance And Maintenance Check Sheet

Par ameter Frequency Initial and date boxes after each check is completed Nominal
Value

Externa Lesk Check Every 5 Sampling 80 ml/min
Events

Internal Leak Check Annually & after 80 ml/min
major maintenance

One-point Temperature | 1/4 Weeks + 4°C of

Verification Standard

Water Collector Bottle | Every 5 Sampling

Inspection Events

Impactor Well Cleaning | Every 5 Sampling

and Oiling Events

15
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4  FIELD OPERATIONS

This section presents information pertinent to the routine operation of a PM2 s monitoring Ste. It covers an array
of topics, ranging from initia Ste selection to fina data documentation.

4.1 Siting Requirements

4.1.1 ProbeHeight

4.1.1.1 Microscale

The sampler inlet for microscale PM2.s monitors must be 2-7 meters above ground level.
4.1.1.2 Middleor larger scale

The required height of the air intake for middle or larger scdesis 2-15 meters.

4.1.2 Horizontal Spacing for Obstructions

4.1.21 Microscale

A minimum of 2 meters separation from walls, parapets, penthouses etc. No furnaces or flues should
be nearby.

The sampler must be at least 10 meters from the dripline of trees and if possibleit is recommended that
the sampler be placed 20 meters from the dripline.

The sampler must be located away from obstacles such as buildings and trees that act as an obstruction,
so that the horizonta distance between the obstacles and the sampler is at least twice the height that the
obstacle protrudes above the sampler. For example, if the obstacle protrudes 15 meters above the
sampler then the distance between the obstacle and the sampler must be at least 30 meters.

There must be an unregtricted airflow in an arc of a least 270-degree around the sampler except for
Street canyon Sites.

4.1.2.2 Middeor larger scale
Stations not meeting these criteriamay be classified as micro or middle scale.
4.1.3 Spacing from Roads

4.1.3.1 Microscale: For microscae station, the sampler must be between 5 and 15 meters from the mgor
roadway. For adreet canyon Site the location must be between 2 and 10 meters from the roadway.

4.1.3.2 Middlescale and Neighborhood scale: Figure 4.1 provides guidance on the recommended
monitoring distances from the paved roads with different levels of average dally traffic.
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4.1.4 Spacing from nearby sources and other Considerations

Stations should not be located in an unpaved area unless there is vegetative ground cover year-round.

In case of emissions from a chimney resulting from natural gas combustion, the sampler should be
placed at least 5 meters from the chimney.

Monitors should not be located within 100 meters of resdentiad wood burning appliances.
4.1.5 Other Requirements

Table 4-1 presents basic Siting criteriafor the placement of the PM2.s sampler. Thisis not acomplete listing of
gting requirements. Ingtead, it should be used as an outline to determine a sampler's optimum location.
Complete sting criteria are presented in 40 CFR 58, Appendix E.

Severd additiond factors must aso be consdered in determining where the sampler will be deployed. These
include accessibility under dl weather conditions, availability of adequate and stable power, and security of the
monitoring personnd and equipment. The ste should be able to provide sufficient power for the primary
sampler, a collocated sampler and an FRM performance evauation sampler.

The sampler must be Stuated where the operator can reach it safely despite adverse wegather conditions. If the
sampler islocated on arooftop, care should be taken that the operator's persona safety is not jeopardized by a
dippery roof surface during inclement weather. Consideration aso should be given to the fact that routine
operation (i.e., cdibrations, filter instalation and recovery, flow checks, and audits) involves transporting
supplies and equipment to and from the monitoring Ste.

The security of the sampler itsalf depends mostly on itslocation. Rooftop sites with locked access and ground-

level siteswith fences are common. The security of the operating personnel, as well as that of the sampler must
always be consdered.
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Table 4-1 Minimum PM 25 Sampler Siting Criteria

Scae Height Above | Verticd and Horizonta | Other Spacing Criteria

Ground Digtance from

(Meters) supporting structure

(Meters)

Micro 2t07 >2 Should be >20 meters from trees.
Middle, 2t015 >2 Distance from sampler to obstacle, such
neighborhood, as buildings, must be twice the height that
urban, and regional the obstacl e protrudes above the sampler.
scale.

Must have unrestricted airflow 270
degrees around the sampler inlet.

Sampler is maintained in a horizontal plane
and is 2.0+/-0.2 meters above the floor or
horizontal surface.

Sampler inlet isat least 2 m but not greater
than 4 m from any collocated PM 44
sampler. (See40 CFR 58, Appendix A.)
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Figure4-1 Acceptable areasfor Micro, Middle, Neighborhood and urban samplers except for
micr o scale street canyon sites
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4.2 Sampler Installation

1)

2)
3)

4)

5)

6)

On receipt of a PM2.s sampler, visudly ingpect it to ensure that al components are accounted for.
Notify the laboratory immediately of any missing or damaged equipment.

Carefully transport the sampler to the field Site. Secure the PM2.s sampler in its location keeping it leve.

Ingtdl the sampler inlet on the base unit and check dl tubing and power cords for crimps, cracks or
breaks

Turn on the sampler and perform alesk test with afilter in the filter cassette.

Allow the sampler to run and equilibrate with ambient conditions for about 15 minutes and cdibrate the
sampler as discussed in the section on Calibration Procedures.

Fill out theinitid calibration form.

4.3 Sampling Operations

This section discusses the steps to take to prepare for and to complete a sampler run.

1

2)

3)

4)

5)
6)

7)

8)

Fill out top portion of run data sheet with information related to the sample collection such as Site
location or identification number, date and time of sampler setup vigt, sample sart date, filter
identification and casseite ID number. The run data sheet is shown in Table 4-3 and the operator will
receive it with the filter magazine and thiswill be the chain of custody sheet. The number of run data
sheets will correspond to the number of filtersin the magazine.

Ensure that the sampler is not operating and that there is enough time available to complete setup
procedures before its automatic start.

Open thefilter holder assembly and ingtdl the filter magazine containing pre-weighed filters. Do not
remove the filters from the cassettes. Ingtdl the filter cassette magazine into the sampler on the left Sde
and a clean magazine on the right Sde.

In Main screen Press <F3: FiltSet>and then press <F4:FiltLs> to digplay thefilter lig.
Press EDIT, then enter the filter ID # sand pressENTER.

Press the < ® > arrow to move the cursor to the cassette | D# sfidd and Press EDIT, then enter in the
casstte ID# in thisfidd and Press ENTER.

The chain of custody sheet from the lab will tell the operator of the sequence in which thefilters are
gtored in the magazine. The operator must make sure that filter ID# s are entered in the same order as
they are sored in the filter magazine.

If the filter cassette magazine has ablank filter, then after entering the filter ID# and cassette ID #, press
the side arrow key < ® > to move the cursor on the screen to Blank field and pressing F1< -List> or
F2 <+List>will let the operator select YES or NO options to denote if thefilter isablank or not.
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9
10)
11)

12)

13)

14)

4.4

1

2)

3)

4)

5)

6)

7)

To program the sampler for midnight to midnight continuous sampling:
The sampler must bein a STOP mode to enter a sampling program
Press ESC twice to get to MAIN MENU. Press<F5: SETUP>.

Press EDIT to set up Default Sample Repeat Time. For Samplers running 1/1 enter 24:00 and press
ENTER. For samplers running on 1/3 schedule enter 72:00 and press ENTER. For collocated
samplers running on 1/6 schedule enter 144:00 and press ENTER.

The sampler is now ready to sample. Inspect the records of the sampler and the Sampler Annua
Performance, Quarterly performance and Maintenance Check Sheet in Tables 3.1, 3.2, 3.3 and 7.1.
Perform the scheduled maintenance, verification and calibration activities.

If it istime for the every 4 weeks check, measure and record independent measurements of ambient
temperature and pressure, and ensure that the ambient inlet temperature and pressure readings taken by
the sampler are within 4.0 °C and 10 mm Hg of the independent readings. Also check the sampler's
display for the filter temperature and ensure this value is within 5 °C as compared to the ambient
temperature display. Keep arecord of the activities performed in the logbook.

Post Sampling

Return to the monitoring Ste within 96 hours (4 days) of the end of the sample collection period and
carefully remove thefilter magazine from the sampler. Place the cover on the filter magazine.

Place the filter cassette magazine in a protective covering (polyethene bag) such that the cover does not
come off. Cover the magazine with blueice and place it in the cooler box. After retrievad from the
sample care must be taken to maintain the filter magazine as cool as possible in an ice-box and protect it
from exposure to temperatures above 4 °c.

Check the sampling run status on the Main Screen and note if the statusis other than OK. Press
<F4:Data> to view the filter data from the run. Record the Totd sample Time, Sampler Volume,
Sampleremova date/time, Sampler’ s indicated ambient temperature and barometric pressure, find flow
rate, average flow rate, coefficient of variation of the flow rate, on the Sampler Run Data Sheet. If the
datus codes is other than OK, then verify the vaidity of the run by pressng <F3:More Dat>, until the
filter Data Status Codes Screen appesr.

Also record, if the flow rate, filter temperature or € gpsed sample time were out of spec and if any flags
triggered by the sampler. Record unusua conditions that may have affected the sample.

Ingtall aloaded supply magazine and empty storage magazine and repeat steps 1 through 9 for next
sampling run.

Record any comments or unusua conditions such as sampler tampering or mafunctions, congtruction
activities, fires or dust sorms on the form.

Trangport the filter magazine and oreit in the refrigerator/freezer. Ship the filter magazine and the

Sampler Run Data Sheet(s), in protective bag with the filter magazine, to the lab. The mailing should be
done as soon as possible Monday, Tuesday, or Wednesday, using Federal Express Priority Overnite,
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45 QC Flow-Check Procedure

A flow rate verification check of the sampler flow rate is required every four weeks. The Sampler QC Check
Data Sheset provided in Table 4.3 should be maintained. These check datawill provide an indication of when
flow limits of +4% have been exceeded. The procedure for flow-rate verification check is described in Section

3.

Deviation of 5% or greater from the design vaue in flow rate during sampling require that the sample data be
flagged for potentia invalidation.

Changesin flow rate calibration of more than 4 percent as determined by amonthly field flow rate verification
check may cause invalidation of al samples collected since the last acceptable flow rate check.

1)

2)

3)

4)

Record the actual flow rate measured by the flow verification check device and the flow rate indicated
by the sampler.

Using the above information, caculate the percentage difference as.

élnd - Acty,

8 Act H

If the sampler flow rate iswithin 96 to 104 percent of the measured flow rate at actua conditions and if
the sampler flow rate is within 95 to 105 percent of the design flow rate of 16.67 L/min, the sampler is

operating properly.

If either limit is exceeded, repeat leak check procedure, as described in Section 3. Investigate and
correct any mafunction and recheck the flow. If necessary, recdibrate before sampling again.

QC % Difference = 100
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Table4-2 Initial Calibration Form

Partisol-Plus M odel 2025 Sequential Air Sampler Calibration Sheet

Sampler Seria Number Impactor Serial Number

2025A2 200FA4

I nstrument Calibration Constant Values:

Screen Assignment Offset Span
Sensor Cdlibration Amb Temp:
Amb Pres.
Filter Temp Filter:
Cdlibration
Filter Compartment Filter Comp:
Cdibration
Flow Cdibration Flow Cdlib:
Software Verson: o Software Update
Signature . Date _
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Table4-3 PM 25 Sampler Run Data Sheet

AIRS Number

Station Name Filter ID Number

Station Location

Sampler Serid #

Sample Date Cassette ID Number

Sample Removd Sample Ship Date

(Date/Time) (Date/Time)

Operator Operators Initids

Ambient temp. °C Ambient press. Mm Hg
Sat Time Start Date

Stop Time Stop Date

Totd Sample Time

Sampled Volume m’ Flow Rate, CV %
Status Codes

Average Flow Rate |/minute

Min. Ambient temp. °C Min Ambient press. Mm Hg
Avg. Ambient temp. °C  Avg. Ambient press. Mm Hg
Max Ambient temp. °C Max Ambient press Mm Hg

Comments by instrument operator (Unusud conditions, wegather etc.)

Areabdow for lab use only

Sample temp. upon °C Sample Receipt Date
receipt
Time
Gross Weight (M) g Cdculated Concentration nry
08 3
Tare Weight (M) ng

W (mf - Mi) 10
Total Volume

Comments by laboratory analyst
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Table 4-4 PM 2.5 Sampler QC Check Data Sheet

Station # Date:
Location: Time
Sampler # Operator:
Thermometer Serid #

Cetification Date:
Barometer Saria #

Cetification Date
How Standard Seria #

Cetification Date:

QC Check
TemperatureChedk
Ambient
Actua °C Indicated °C Difference °C
Filter
AdLd °C Indicated °C Difference °C
PressureCheck
Actud mmHg Indicated mmHg Difference mm Hg
Flow Check
Actua L/min Indicated L/min % Difference %
Leak Check
Externa Leak Check | Internal Leak Check |

Pass|_| mm.Hg Fal[] mm.Hg Pass[ ] mm.Hg Fal[] mm. Hg

QC % Difference =

élnd - Act,

~— - 100
g Act H
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5 LABORATORY ACTIVITIES

Precison, accuracy, and calibration procedures for the laboratory apparatus aong with filter preparation and
andysis are described in this section.

The microbaance will be located away from potentid sources of drafts such as doors, windows, aides with
frequent traffic, ventilation ducts and equipment with fans,

47mm Teflon filters meeting the requirements specified in 40 CFR 50, Appendix L are used in the collection of
PM2s.

5.1 Equipment And Supplies

1) Mettler MT5 Microbalance.

2) Smooth non metd forcgps for filter handling
3) Petri dide dishes

4) Petri dishes (Optiond)

5) Primary weight standards (NIST tracesble weights with forceps)
6) Working weight standards

7) Static Delonizer

8) Cassette rings

9 Magazines

5.2 Filter Procedures

5.2.1 Filter Handling

47mm Teflon filters meeting the requirements specified in 40 CFR 50, Appendix L are used in the collection of
PM2 5.

New filters will be placed in the conditioning environment upon arrival and stored there until the pre-
sampling weighing. The filters will be handled using smooth nonmeta forceps.

Do not fold or crease clean filters prior to weighing or use.

Pacefiltersin petri dish in a controlled humidity/temperature room or conditioning chamber to
equilibrate for at least 24 hours before weighing. Relative humidity (RH) must be held constant with a
mean val ue between 30 and 40%, with a variability of not more than +5%.

Temperature must be held congtant with a mean va ue between 20 and 23°C, with avarigbility of not
more than £2°C. RH and temperature must be checked and recorded on equilibration days (either
manudly or by a hygrothermograph) to assure compliance with these guidelines.
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Record equilibration chamber mafunctions, discrepancies, and maintenance activitiesin the laboratory
log book or database.

5.2.2 Visual Filter I nspection

Visudly ingpect filters for the following defects before their initid weighing. Defective filters must be regjected and
returned to the manufacturer. Those defectsinclude:

Pinhole - A smdl hole gppearing as adistinct and obvious bright point of light when examined over a
light table or screen, or as adark spot when viewed over a black surface.

L oose material —If thereis any loose materid or dirt particles on the filter then the filter must be
discarded.

Discoloration - Any obvious visble discoloration that might be evidence of a contaminant.

Non-uniformity - Any obvious visble non-uniformity in the ppearance of the filter when viewed over
alight table or black surface that might indicate gradations in porosity across the face of the filter.

Other - A filter with any imperfection not described above, such asirregular surfaces or other results of
poor workmanship.

5.2.3 Filter Conditioning Procedure

Filters must be conditioned prior to weighing. Thelab istemperature and humidity controlled, with temperature
maintained a 20 - 23 °C +2 °C and humidity maintained at 30 — 40% RH +5%.

Petri dishes containing filters are left open for at least a 24-hour conditioning time period.

A uniquefilter identification number will be assigned to eech filter. The first two digits represent the year
and the next two digits denote the week in which the filter istare weighed. For example: A filter number
9912X XXX signifiesthat the filter was tare weighed in the 12" week of the year 1999.

Record the filter identification numbers of the filters being conditioned into the Filter Conditioning Log
book or database. Record the date and time.

After 24 hours record the end date and time. Record the minimum, maximum and average (mean)
humidity and temperature readings for the 24-hour time period.

5.24 Initial Weighing Procedures (Tare Weight)

Filters must be weighed on an andytica baance with a minimum resolution of 0.001 mg (1 ng) and a
repestability of 1ng. Each baance must be identified by abaance number and cdibrated annudly.

All QC data should be recorded on the Internal Quality Control Log Sheet (Figure 5.1), alaboratory log book
or database encompassing al e ements of the Internd Qudity Control Log Sheet.

1) Zero the baance according to manufacturer's directions.

2) Perform aQC "Standard Weight" check on the analytica baance. Two sets of Class 1 mass reference
standards (100 mg and 200 mg), traceable to National Ingtitute of Standards and Technology, will be
used for microbadance verification. One s, the “Primary Standards’, will be re-certified annudly; the
second s, the “Working Standards’, will be used during routine operations, checked quarterly against
the Primary Standards, and re-cdibrated as necessary. Following verification of the microbaance using
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the Primary Standards to within tolerances of +3ng, weigh each Working Standard 7 times. The
difference between each set of values must be +3ng; a mean vaue will then be determined to be the
“trueg’ vaue and al subsequent weighing must be within +3ng of the true weight.

3) Using asmooth nonmeta forceps select a conditioned filter. Place the filter over the *°Po deionizing
unit for 30-60 seconds to reduce satic eectricity. Be careful not to bump the filter againgt the chamber
opening. Place thefilter in centered on the weighing pan to avoid corner load errors.

4) Allow the microbaance to stabilize. Once the stability detector goes off, record the pre-sampling
weight with the filter identification number in the Weight Log book or a computer database. Each filter
will be weighed at least twice until the weights agree within 15nyg; if not, troubleshooting and reweighing
arein order.

5) Carefully return the filter to the gppropriate Petridide dish with the filter ID Barcode on the petri dide
dish.

6) For thefilters to be used at the Sites, each filter will be ingtdled in afilter cassette, marked with an
assgned number and put in the filter magazine. The filters can be delivered / picked up by afied
operator with the Field data sheet /Chain of Custody form. This form will have a bar-code indicating
the filter identification number.

7) The pre-sampling (tare) weighing shall be within 30 days of the sampling period.

NOTE: Filters have been tare weighed in numerica sequence, with lower numbersfirst. Operators will usethe
filtersin the correct numerica sequence, thereby maintaining relative consstency in time between tare and fina
weightsfor dl filters. Operators will use the filter magazine with an earlier week number prior to thefilter
magazi ne with alater week number onit. For example: Use the magazine with the number 99113705 (tared in
11" week) before 99133701 (tared in 13" week)

5.2.5 Quality Control Checks During Weighing
During the filter weighing process, the following QC checks are recommended.
5.25.1 Laboratory Temperature and Humidity Checks

Prior to each weighing session record that the previous 24-hour mean and peak temperature and humidity
vaues meet pecifications (see section 5.1). After every 10 filters are weighed the [ab conditions will be
checked. If the lab conditions vary beyond the acceptance criteria for temperature or humidity a Corrective
Action Report form must be completed. All the filterswill be reweighed once the specified lab conditions have
been re-established.

All pre-sampling filters will be weighed twice. At the end of a 10 post sampling filter weighing sesson, one of
the filters must be selected to be reweighed. Weight should be within 10ng of the origind weight; if nat,
troubleshooting and reweighing are in order.

5.25.2 Lot Blanks, Laboratory Blanks and Field Blanks

Three types of filter blanks are used for QC checks:
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Lot blanks are used to determine filter weight stability over along period of time. Three unsampled
filters from each new filter lot will belot blanks. After aninitid 24- hour conditioning, these three lot
blanks will be reweighed periodicaly. These measurementswill be recorded in a QC notebook or
database. The weightings will continue until the 24-hour weight change islessthan 15 ng. Thiswill
determine the pre-conditioning period for that entire lot.

Lab blanks go through the same processes as regular filters. The filters are pre-conditioned, weighed,
refrigerated, post-conditioned and reweighed. Lab blanks do not leave the lab environment. If the
weight change exceeds 15 ny, it indicates contamination in the conditioning chamber. Corrective
actions will be performed to prevent this contamination from re-occurring.

Feld blanks are sent with regular filters to the field and go through the environmental exposure to
gandard field operations without actudly using thefilter to take asample. The field blank is returned
aong with the regular filtersfor andyds.

The suggested frequency for the fidld blanks is 12-18 blanks in ayear for amonitor operating e alin 3 day
schedule and for a monitor operating every day would have 36 to 54 blanks. The schedule of fidd blanks will
be such that at least one blank will be weighed during each post sampling sesson. The pre and post sampling
weights will be recorded in the QC lab data form or equivaent database. If the weight change exceeds 30 ny,
contamination during trangportation or a the sampling site may be occurring. Corrective steps must be taken to
prevent this from hgppening again.

5.2.6 Receipt of Sampled Filters:
Upon receipt of the sample from the field, the sample custodian should follow these steps:

1) Verify that the temperature of the cooler’ sinterior was maintained at or below 4°C from the time of
shipment until receipt at the laboratory. Remove the filter cassette from its protective container and
examine the container. If debrisisfound in the protective container after the filter has been removed,
record that the sample has been flagged as questionable.

2) Examine the fidd data sheet and determine whether al data needed to verify sample validity and to
caculate mass concentration are provided. Void the sample if data are missing or unobtainable from a
field operator or if asampler mafunction is evident.

3) Match the filter identification number with the correct Field Data Sheet. Remove the filter from the filter
cassette and trandfer the filter to afilter-handling container labeled with the corresponding filter number.
The filter will be handled with clean, smooth nonmetal forceps and ingpected for any damage that may
have occurred during sampling. If damaged, note the sample has been flagged as questionable.

4) Trandfer thefilter to its bar-code labeled Petridide dish then to the conditioning chamber and dlow the
filter to condition for at least 24 hours.

5.2.7 Storage of Exposed filters

If the post sampling weighing session is not scheduled immediately the filters will be stored in arefrigerator.
After thefilters have been weighed they will be returned to the refrigerator.
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5.2.8 Filter Conditioning Procedure

Filters must be conditioned prior to post-weighing. The exposed filters will be conditioned Smilar to an
unexposed filter.

5.2.9 Post Sampling Filter Weighing (Gross Weight)
The following steps should be followed during post sampling filter weighing.

1) Place the defect-free filter(s) in a conditioning environment and alow them to be equilibrated for a
minimum 24 hours.

2) The pogt-sampling conditioning and weighing shal be completed within 240 hours (10 days) after the
end of the sample period. However, if thefilter ismaintained at 4°C or less during the entire time
between retrieva from the sampler and the start of the conditioning, the weighing shal be completed
within 30 days of the end of the sample period.

3) Repeat the steps 1 through 4 described in the Initid Weighing Procedure Section.

4) At least one lab blank should be weighed during each weighing sesson. If the pre- and post sampling
weights for the lab blanks disagree by more than 15 ng, repeat the measurements. If the pre and post
sampling weights for the field blanks disagree by more than 30ng, repeat the measurements. If the two
measurements il disagree, troubleshoot and take appropriate corrective step.

5) One routine filter should be reweighed at the end each post weighing sesson. Record this replicate
measurement. |If this replicate measurement differs from the origind weight by more than 15 ny,
reweigh thefilter. If the measurement gtill disagrees, trouble shoot and take appropriate corrective
action, such as reweighing al or some of the previoudy weighed filters, reweighing the working
standards or servicing the microbalance.

5.2.10 Filter Voiding Criteria and Procedures

Each filter will be inspected for damage. If the damage on afilter causes a negative net weight, the filter will be
voided. Filterswill dso bevoided if during the weighing process the filter integrity is compromised; the filter is
dropped, damaged or contaminated.

5.2.11 Internal QC

During the filter weighing sesson, the following QC checks are recommended. Record QC deata, including the
actua and measured weights, the date and the operator’ s initials, on the internal Quality Control Log shet,
laboratory log book or database.

1) Zero and Cdlibration Checks - After each weighing, the operator will re-zero the balance. The
cdibration of the balance must be checked every 10 filters. A set of standard Class-S Weights (these
weights may be the same set used for theinitia "standard weight” check) should be used &t levels
bracketing the filter weights. These weights must also agree within £0.5 mg. Larger discrepancies
should be corrected immediately. When cdlibration checks exceed acceptable limits, dl previoudy
weighed filters must be rechecked.
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2) Tare and Gross Weight Checks - On each day of operation, the operator should reweigh 5 to 10% of
the exposed per batch. All the unexposed filters will be reweighed. Weights of clean filters should be
within £15 ng of origind vaues; if not, troubleshooting and re-weighing are in order. However, if the
difference exceeds £15 ng, the laboratory QC supervisor should investigate immediately.

3) QC Officer Duties - The QC officer should keep a bound laboratory logbook or database. These
logbooks or database should contain al QC data, including balance calibration and maintenance
information, interna routine QC checks, and independent audits.

5.2.12 Calculation of PM2sNet Filter Loading
The gross weight minus the tare weight of a PM2 s filter is the net weight of PM: s for thet filter. Each cdculation

of this process must be independently validated. Section 6 presents information regarding the cal culation of
PM 2.5 mass concentration.
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Table5-1 Internal Quality Control Log Sheet

Balance ID Number E110110

Balance Operator S. Davis

Quality Control Supervisor

C. Minish

Date Standard Weight Zero Check Calibration Check Tareand Gross Weight Checks
Checks (3 ) (x3np)
Original | Observed | Original | Observed | Original | Observed | Filter ID | Original | Observed | T/G*
Value Value Value Value Value Value Value
Value
9/30 | 100.000 99.999 0.000 0.000 100.000 99.999 99123546 | 140.740 | 140.730 T
9/30 | 200.000 199.999 200.000 199.997 99234701 | 141.707 | 141.717 G

& Tare or Gross Measurement
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6 CALCULATIONS VALIDATIONS AND REPORTING OF PM 25 DATA
This section discusses cdculations, validations and reporting of PM2 s data.

6.1 Calculations
6.1.1 PMa25Concentration

1) Cdculate the totd volume of air sampled:
v=Q, t” 10°

where:

V = totd volume of air sampled, n*;

Q. = average sampler flow rate, I/minute;

t = totd dapsed sampling time, minutes; and
10" = Conversion factor, n/L

2) Cdculate total PM2.s mass concentration in mg/m;

_ (M gross Mtare) p

PM,, = v 10°

Where:

PM2.5 = PM 2.5 mass concentration, mg/n’
Mgress = gross (find) weight of filter, mg;
Mtare = tare (initid) weight of filter, mg;

V = totdl sample volume, m*; and

10° = conversion factor, ng/mg

6.2 Calculation Validation

Datathat are needed to compute the mass concentration of PM2 s originate from two main
sources. field operations and |aboratory operations. Data must be vaidated to ensure that all
reported PM2.s measurements are accurate relative to the overal scope of the quality assurance
program. When the finad mass concentration of PM25 in a sample has been computed, the
vaidation procedure not only will check on these computations, but dso will ad in the flagging
of questionable mass concentrations (i.e., extremely high or low vaues). Therefore, should a
mass concentration approach the primary or secondary ambient air quality sandard, this
vaidation procedure will provide checksfor dl preiminary field and laboratory operations. The
geps of the cdculation vaidation procedure are as follows:

1) Gather the following data for each sample.

Totd sampling time (minutes)
Average actua volumetric flow rate, Qa (I/minute)
Tare and gross weights, Wt and W(g, of the PM2 s filter (mg)
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2) Recd culate the total mass concentration of PM2.s for 7 samples per 100 (minimum of 4
per lot). These suggested frequencies may be adjusted based on accumulated
experience and leved of dataquality. Decrease the frequency if experience indicates that
data are of good quality, or increase it if data are of margina or poor quality.

3) Compare each vaidated PM2.s concentration with the originaly reported value.
Correct any errorsthat are found, initid them and indicate the date of correction. If a
high percentage of errorsisfound, check additiona caculated values. If consstent
errors are found, check al vauesin the block of dataand investigate and correct the
cause.

4) Scan dl tota mass concentration vaues, note those that appear excessively high or low
and investigate. Repeat Steps 2 and 3 for those samples.

5) If dl mass concentration computations gppear correct and questionably high or low
vaues il exig, review dl raw data (i.e., sample time, average actud volumetric flow
rate) for completeness and correctness.

6.3 Final Data Validation

Daathat has been reviewed by the Qudity Assurance Unit and found to satisfy the
requirements of this procedure and the criteria defined in the Washington State Department of
Ecology Air Monitoring Qudity Assurance Plan will be certified as vdid.

6.4 DataReporting

Datais coded into telemetry system database from the |aboratory reports. After the datais
logged and edited the Data Management Unit will prepare quarterly and annud summary
reports and transmit the data to EPA.

7 MAINTENANCE PROCEDURES

This section presents the regular maintenance schedule that alows the monitoring network to
operate for longer periods of time without system failure. The operator may find that increases
of the routine maintenance frequencies are necessary due to the operationa demands on the
samplers. All maintenance activities are to be documented in the sampler logbook. Table7.1is
asummary of required maintenance procedures and frequencies,

7.1 Supplies And Tools Recommended For Maintenance:
1) Ammonia based generd purpose cleaner
2) Cotton swabs
3) Small soft-bristle brush
4) Paper towels
5) Didtilled water
6) Silicone-based stopcock grease
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7)
8)
9)

Smadl screwdriver
Small crescent wrench

Pocket knife

7.2 SpareParts

1
2)
3)

4)

Spare gaskets
O-rings
Batteries

Anything ese that might wear out

7.3 Exchanging Particle Trap Filters

The particle trap filters are located behind the filter exchange assembly. Perform the procedure
below to exchange the particle trap filters

1

2)

3)

4)

5)
6)

7)

8)
9)

Turn off the sampler.

Locate the bowl-gtylefilter behind the filter exchange assembly. Remove thefilter bowl
by unscrewing it from the filter manifold.

Carefully remove the filter sand by unscrewing it from thefilter. The O-ring usudly
remainsin the filter manifold.

Remove the gasket and top disk from thefilter sand. The gasket might sometimes
reman ingde the filter manifold.

Remove the filter dement from the filter gand and ingtadl anew dement.
Ingtdl the top disk and gasket if necessary into the filter stand.

Ingdl the filter sand into the filter manifold. Ingdl the O-ring into the filter manifold, if
necessary.

Ingall the filter bowl into the filter manifold.

Turn on the sampler and perform a system lesk check.

7.4 Testing And Exchanging Batteries

The three dkaine AA batteries in the eectronics provide backup power for internd data
storage and the clock/cdendar. The expected lifetime of the batteries in the instrument is one

year.

NOTE: Alwayswear appropriate anti-static devices when working with the system
electronics.
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Follow the steps to ascertain if the batteries need replacing, and to exchange if necessary

1

2)

3)

4)

5)

6)

Remove the three screws securing the Pump Compartment Cover, dide the cover up
and remove.

Open the eectronics compartment of the sampling unit and locate the batteries.

Check whether the batteries need replacing by measuring the voltage across the test
point labeled “BATT” (red) on the interface board and the ground test point labeled
“188 PGND". If the measured voltage islessthan 4.2 VDC, the batteries need
replacing. Skip to step 6 if the voltage is acceptable.

Remove the clip that holds batteriesin their mounting and pull the old batteries out and
replace them with 3 new ones, noting the proper polarity. Perform this exchange within
an dapsed time of five minutes to avoid the loss of data stored in the battery-backed
RAM.

Reingdl the clipsto hold the batteriesin postion. Test for avoltage of 4.2 VDC asin
step 4.

Close the dectronics compartment of the sampling unit.

7.5 Maintenance R& P First Stage And Inlet PM 10 And Associated Sub-assemblies

751

Cleaning The R&P First Stage and PMuo I nlets

A deaning and maintenance of the inlet, involves its removd, cleaning and an O-ring check.
Although mogt of the contamination in theinlet is found on the collector plate, the entire inlet
must be serviced a least monthly. The following describes the procedure for the cleaning of the

inlet.
75.2
1)

2)

7.5.3

1)

2)

3)

Removing And Disassembling The Inlet

To remove the inlet, gently lift the complete inlet upward off the 1-1/4” OD sample
tube.

Disassemble the upper and lower inlet haves by unscrewing counter-clockwise the top
accd eration assembly from the lower collector assembly.

Maintenance Of The Top Acceleration Assembly

Mark the top plate deflector cone and lower plate with a pencil scribeto facilitate
proper orientation for easier reassembly after cleaning and maintenance.

Using a Philips-blade screwdriver, remove the four pan head screws from the top of the
top plate, and lift the top plate off the four threaded spacer standoffs and set aside.

Ingpect the insect screen for contamination and clean by lifting the screen off the lower
plate rain deflector and brush or rinse with water until clean. Dry and reingal.
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4)

5)

6)

754

1

2)

3)

755

1

2)

Using agenera purpose cleaner and paper towel, clean the top plate deflector cone and
internal wall surface of the acceleration assembly.

Ingpect the large diameter impactor nozzle O-ring for wear. Replace, if necessary, or
using alight coating of slicone grease, gpply athin film on the O-ring itsdf and alight
coating on the duminum threads of the acceleration assembly.

After reingaling the bug screen, dign the top plate markings with the lower plate
markings. The four holesin the top plate should dign with the four spacer sandoffs.
Insert and tighten securely the four pan-head screws.

Maintenance Of The Lower Collector Assembly

Using a generd-purpose cleaner with a paper towe, clean the collector assembly walls
and three vent tubes. A cotton swab may be necessary to clean these vent tubes.
Likewise, clean the bottom side of the collector assembly.

Using a cotton swab, aso clean the weep hole in the collector plate where the moisture
runs out to the moisture trap. Remove therain jar and clean. Inspect the brass nipple
fitting to ensure tightness and non-blockage. When reingdling the rain jar, place alight
coating of dlicone grease on the gasket ingde the cgp of therainjar. Thiswill ensurea
leak-freefit.

Inspect the two inlet-to-inlet tube seding O-rings for wear. Replace, if necessary. Use
alight coating of slicone grease on these O-ringsto ensure that a sed is made when
reingtalled on the 1-1/4” OD sample tube.

Reassembly And Reinstallation Of Inlet

Reassemble the top and bottom inlet assemblies until the threads tighten. Hand-tighten
only.

Carefully place theinlet back on top of the 11/4” OD sample tube. Take care not to
damage the internd O-rings.

7.6 Maintenance Of The WINS Impactor

The procedure below describes the removal, cleaning, and reingtdlation of the WINS impactor.
The cleaning of the WINS impactor should be performed within a laboratory or workroom
environmen.

7.6.1

1)

Removal of the WINS impactor

If the sampler is currently in the Wait, Sampling, or Done Operating M odes press
<RUN/STOP> and sdlect Audit to enter the Audit Operating Mode. This suspends
normal system operations for the exchange of the WINS impactor.

NOTE: No action is required in this step if the sampler isin the Stop or Error Operating
Modes.
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2)

3)

7.6.2

1

2)
3)

4)

5)

6)

7)

8)

9)
10)
11)

12)

Unlatch and open the top cover of the sampler with the down tube and firs-stage inlet
attached to gain access to the WINS impactor.

Lift the WINS impactor out of the upper part of the sampler enclosure. The WINS
impactor is connected on its topside to an adapter that makes contact with the external
down tube. Separate the WINS impactor from the adapter.

Cleaning the WINS impactor

Unscrew the middle section of the WINS impactor to separate the top piece from the
bottom.

Remove the impactor assembly from the bottom section of the impactor.

With adry paper towd, wipe off the ingde surfaces of the impactor. A generd-
purpose cleaner can be used if necessary.

Inspect the O-ringsin the top and bottom sections of the impactor for damage and
replace if necessary. Place athin coating of O-ring lubricant onto the O-rings if

necessary.
Remove the top of the impactor assembly by lifting upward.

Remove thefilter and clean the top and bottom of the impactor assembly using a dry
paper towel. A genera-purpose cleaner can be used if necessary.

Inspect the O-ring in the top section of the impactor assembly for damage and replace if
necessary. Place athin coating of O-ring lubricant onto the O-ring, if necessary.

Place anew 37-mm boroslicate glass fiber filter onto the bottom of the impactor
assembly.

Place 42 to 44 drops of impactor oil onto thefilter.
Place the top onto the bottom of the impactor assembly.
Place the impactor assembly into the bottom section of the impactor.

Screw the top of the impactor back onto the bottom section. Ensure that the WINS
impactor remains in the upright orientation o that the il in the impactor assembly does
not spill.

7.7 Cleaning Air IntakeFilters

The two filters— one in the filter compartment and one in the pump compartment, should be
cleaned @ least every sx months and more frequently in highly contaminated aress.

1
2)

Locate the two air-intake fans. Each of these has an associated air intake filter.

Snap off the covers encloging the air intake filters.
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3)

4)
5)

7.8

1
2)
3)

4)

5

6)

7)

8)

9)

10)

11)

12)

13)

14)

Take out the filters and clean them with a brush or wash them with amild sogp solution
and water.

If the filters were washed in the liquid solution, shake the filters and dlow them to dry.

Reingdl thefiltersin thar holders and remount the covers.

Inspect “V” Seals

Ensure the ingrument is in the STOP mode.
Enter Service Mode

Set the pointer to “Manua Motion Tests’ on the Service Menu and press <F4:FiltChg>
to go to the Filter Exchange Screen.

On thefilter Exchange Screen, turn on the pump (labeled Pump), turn on the pressure
vent vave (labded “Pressure’) and turn on the lift/push vave (labded “LiftPudh’). This
will cause the lift/push cylinder (the middle cylinder on the filter exchange assembly) to
retract and will help ease disassembly.

Unlatch and open the top cover of the Partisol-Plus Sampler with the down tube and
first-stage inlet end attached to gain access to the WINS impactor.

Lift the WINS impactor out of the upper part of the sampler enclosure and locate the
down tube mount on the top cover.

While supporting the ring on the underside of the top cover, remove the four screws that
secure the down tube mount to the top cover. Remove the down tube mount and ring.

L ocate the down tube mount “V” sedl. Examine sedl for drying and/or cracking.
Replace, if necessary.

Replace the down tube mount and ring onto the top cover ensuring that the side of the
ring with the chamber is facing down (towards WINS impactor and the ingde of the
enclosure).

L ocate the top head mounting plate.

Remove the 4 thumbscrews that secure the top head mounting plate to the filter
exchange assembly. Lift the plate and remove from the enclosure.

Locate the two “V” Sedls now exposed. Thetop sed islocated in the top head. The
bottom sedl is located in the now exposed section of the filter exchange assembly.
Examine both sedsfor drying/cracking. Replace, if necessary.

Locate the exit cylinder. Remove the three screws that secure the exit cylinder base to
the filter exchange assembly. Remove assembly from enclosure.

Locate the exit cylinder “V” sed and examine the sedl for drying/cracking. Replace, if
necessary.
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15) Pacetheexit cylinder basein it's proper position on the filter exchange assemble and
secure using the three screws.

16)  Replacethetop head mounting plate and secure using the four thumbscrews.
17)  Replace the WINS impactor and close the top cover.

18)  OntheFilter Exchange Screen, turn off the lift/push vave (labded “LiftPush”, turn off
the pressure vent valve (labeled “ Pressure’) and turn off the pump (labeled * Pump).

19) Peforman externd leak test and an internd leak test according to the procedure
outlined in this manud.

20)  Resumenorma operation.
7.9 Other Maintenance

Wipe down the interior of the sampler’s case to remove bugs, dirt, and/or water deposits that
may have collected ingde the case. This may be required more frequently during summer
months. Ingpect the cooling ar intake filter during the summer months and clean if necessary.

7.10 Software Update

The operator must update software to the latest version of software by the deadline approved
by the air monitoring coordinator a Dept. of Ecology.
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Table 7-1 Routine Maintenance Activities

Collector Assembly

EQUIPMENT FREQUENCY ACTION
WINS Impactor Every 5 sampling days Replace with clean WINS
impactor
Water Collector Jar Every 5 sampling days Clean
Tubing and fittings Every 5 sampling days Replace as necessary
Upper and Lower Monthly Clean

Inlet O-rings Monthly Inspect, replace if damaged
Inlet O-rings Quarterly Remove, ingpect, and lightly coat
with vacuum greese
Sampler down tube Quarterly Clean
Down tube water sedl Quarterly Ingpect and replace if necessary
gasket
WINS impactor gasket Quarterly Inspect, lubricate and replace if
and O-rings necessary
Air intake and fan Quarterly Clean
Vacuum motor As needed Replace if needed
Power lines Ingpect on sample- Replace as necessary
recovery days

8 DATAFORMS

Blank dataforms are provided on the following pages for the convenience of the manud user.
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Table8-1 PM,sSampler QC Check Data Sheet

Station #

Locetion:

Sampler #
Thermometer Serid #

Barometer Sarid #

How Standard Seria #

TemperatureChedk
Ambient

Actud

Date:

Time

Operator:

Cetification Date:

Cetification Date

Cetification Date:

QC Check

°C Indicated

Filter

Adud

°C Indicated

PressureCheck

Actud mm Hg

Flow Check

Actud

L/min

Leak Check

Indicated

I ndicated

°C Difference °C

°C Difference °C

mmHg Difference mm Hg

L/min % Difference %

| Externa Leak Check

| Internal Leak Check

Pass[ ] mm.Hg Fal[] mm. Hg Pass[] mmHg Fal[] mm. Hg
_ élnd - Acty,
C % Difference= 53—, 100
QL% 8 At H
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Table8-2 PM 2.5 Sampler Run Data Sheet

AIRS Number

Station Name Filter ID Number

Station Location

Sampler Serid #

Sample Date Cassette ID Number

Sample Removd Sample Ship Date

(Date'Time) (Dae'Time)

Operator OperaorsInitias

Ambient temp. °C Ambient press. mm Hg

Sat Time Start Date

Stop Time Stop Date

Totd Sample Time

Sampled Volume M® Flow Rate, CV %
| Status Codes

Average Flow Rate L/min

Min. Ambient temp. °C  Min Ambient press. mm Hg

Avg. Ambient temp. °C Avg. Ambient press. mm Hg

Max Ambient temp. °C Max Ambient press mm Hg

Comments (Unusua conditions, weather efc.)

Areabelow for lab use only
Sample temp. upon

receipt °C Sample Receipt Date

Time
Gross Weight (V) ng Caculated Concentration
Tare Weight (M) ng

M]_Q3 - g
TotalVolume

Comments by lab anayst
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Table8-3 PM 25 Sampler Annual Performance and Maintenance Check Sheet

Freguency Jan | Feb | Mar | April | May | June | July | Aug | Sept | Oct | Nov | Dec | Acceptance Criteria
One Point Flow Rate 1/4 Weeks * 4% of the Transfer
Verificaion Standard
Flow Rate multi-point 1Year Or if One * 4% of the Transfer
Verificaion Point Failure Standard
Flow Rate Calibration If Multi-Point * 4% of the Transfer
Falure Standard
Temperature Multi-point UYear + 2°C of Standard
Verificaion
Temperature Cdibration If Multi-Point + 2°C of Standard
Falure
Pressure Verification 1/4 Weeks LT T rrrrrr1rrrrrir | | | + 10 mm Hg.
Pressure Cdlibration UYear + 10 mm Hg.
Clock/timer Verification 1/4 Weeks 1 min/month
Disassemble, Ingpect and 1/4 Weeks
Clean Sample Inlet
Clean Interior of Sample 1/4 Weeks

Case
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Table8-4 PM .5 Sampler Quarterly Performance and Maintenance Check Sheet

External Leak Check Every 5 Sampling 80 mi/min
Events
Internal Leak Check Every 5 Sampling 80 mi/min
Events
One-point Temperature 1/4 Weeks + 4°C of Standard
Verificaion
Water Collector Bottle Every 5 Sampling
Inspection Events
Impactor Well Cleaning | Every 5 Sampling
and Qiling Events
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Table 8-5 Internal Quality Control Log Sheet

Balance | D Number

Balance Operator | Quality Control Supervisor
Date Standard Weight Zero Check Calibration Check Tareand Gross Weight Checks
Checks (=3 ) (=3 )
Original | Observed | Original | Observed | Original | Observed | Filter Original | Observed | T/G*
Value Value Value Value Value Value ID Value Value
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Table 8-6 Initial Calibration Form

Partisol-Plus Model 2025 Sequential Air Sampler Calibration Sheet

Sampler Data Impactor Data
Seria Number: Serid Number:
2025A2 200FA4
Instrument Calibration Constant Values:
Screen Assignment Offset Span
Sensor Cdlibration Amb Temp:

Amb Pres:.
Filter Temp Filter:
Cdlibration
Filter Compartment Filter Comp:
Cdlibration
Flow Cdibration Flow Cdlib:
Software Version: Software Update
Signaure Date
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